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1
PLASMA GOUGING TORCH AND ANGLED
NOZZLE THEREFOR

BACKGROUND OF THE INVENTION

The present application relates generally to plasma arc
torches used for removing metal from metal workpieces. The
application relates more particularly to plasma arc torches
that are useful for gouging grooves in metal workpieces.

Gouging operations typically are conducted using a gen-
eral-purpose plasma arc torch oriented at a relatively shallow
angle (e.g., 25° to 40°) to the workpiece surface. With such an
arrangement, there is a limit to how deep a gouge can be made
before some part of the torch contacts the workpiece. This
problem arises for example when backgouging the roots of
welds with prepared joints in relatively thick plate.

BRIEF SUMMARY OF THE INVENTION

The present application describes a special-purpose goug-
ing torch that seeks to overcome problems associated with
using general-purpose plasma arc torches for gouging. In
accordance with one aspect described herein, a plasma arc
torch adapted for gouging a metal workpiece comprises a
torch body assembly defining a passage for flow of a plasma
gas supplied to the torch, a nozzle engaged with the torch
body assembly so as to be immovable during torch operation,
the nozzle defining a bore that terminates at an exit orifice
through which the plasma gas is directed toward a metal
workpiece to be gouged, and an electrode assembly mounted
to the torch body assembly. The electrode assembly com-
prises an electrode mounted in an electrode holder, the elec-
trode comprising an emissive insert disposed in a relatively
non-emissive body. The electrode assembly extends along an
axis of the electrode and terminates at a front face of the
electrode at which the emissive insert is positioned for emit-
ting an arc that passes through the bore of the nozzle and
attaches to a metal workpiece during a transferred-arc mode
of operation of the torch.

The nozzle comprises an angled nozzle in which the bore is
constituted by a first bore portion extending along a first bore
axis that is generally aligned with the electrode axis, and a
second bore portion that is joined with the first bore portion
and extends along a second bore axis that makes an angle 6
with the first bore axis, the exit orifice of the nozzle being
defined by the second bore portion. The angle 0 can range
from about 15° to about 75°.

In one embodiment, the nozzle includes a proximal portion
that surrounds the electrode assembly and a distal portion at
least part of which extends beyond the front face of the
electrode. The part of the distal portion that extends beyond
the front face of the electrode has an exterior shape other than
cylindrical or conical. For example, the exterior shape can be
a non-axisymmetric shape.

In an embodiment described herein, the part of the distal
portion of the nozzle that extends beyond the front face of the
electrode has a maximum width and a maximum length, and
the maximum width is substantially smaller than the maxi-
mum length (the maximum length being measured in or par-
allel to a plane that contains the first and second bore axes and
the maximum width being measured perpendicular to said
plane).

The part of the distal portion that extends beyond the front
face of the electrode can have a plurality of substantially
planar exterior faces. The faces can form a shape that is
substantially a truncated pyramid, as one example.
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In one embodiment, the proximal and distal portions of the
nozzle are formed separately from each other and are releas-
ably connected to each other, such as by a threaded connec-
tion.

In another embodiment, the nozzle is an integral one-piece
structure.

In some embodiments, a part of the first bore portion in
front of the front face of the electrode is substantially cylin-
drical.

It is also possible for the exit orifice of the nozzle to be in
an exterior face of the nozzle that is substantially planar and
substantially perpendicular to the second bore axis. This
avoids the creation of thin, easily melted edges that would
result from drilling the second bore portion into a rounded
surface, for instance.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

Having thus described the invention in general terms, ref-
erence will now be made to the accompanying drawings,
which are not necessarily drawn to scale, and wherein:

FIG. 1 is a side elevation of a plasma arc gouging torch in
accordance with one embodiment of the invention;

FIG. 2 is an axially sectioned side view of the torch of FIG.
1

FIG. 3 is a fragmentary axially sectioned side view on an
enlarged scale relative to FIG. 2, showing the front portion of
the torch including the electrode assembly and angled nozzle;

FIG. 4 is a perspective view of an angled nozzle in accor-
dance with an embodiment of the invention;

FIG. 5 is a further perspective view of the angled nozzle of
FIG. 4,

FIG. 6 is a perspective view of a front portion of the angled
nozzle of FIGS. 4 and 5, detached from the rear portion of the
nozzle;

FIG. 7 is another perspective view of the front portion of
the nozzle from a rear side thereof;

FIG. 8 is a side elevation of a torch in accordance with
another embodiment of the invention; and

FIG. 9 is a sectioned side view of the torch of FIG. 8.

DETAILED DESCRIPTION OF THE DRAWINGS

The present invention now will be described more fully
hereinafter with reference to the accompanying drawings in
which some but not all embodiments of the invention are
shown. Indeed, these inventions may be embodied in many
different forms and should not be construed as limited to the
embodiments set forth herein; rather, these embodiments are
provided so that this disclosure will satisfy applicable legal
requirements. Like numbers refer to like elements through-
out.

FIGS. 1-3 depict a plasma arc gouging torch 10 in accor-
dance with one embodiment of the invention. The torch is
substantially similar in many respects to the torch described
in applicant’s U.S. Pat. No. 6,215,090 to Severance, Jr. et al.,
the entire disclosure of which is hereby incorporated herein
by reference. The differences between the present torch and
that of the 090 patent relate mainly to the nozzle, which is
what the present description primarily focuses on, after first
describing some of the major components and features of the
torch 10.

Thus, with reference to FIGS. 2 and 3, the torch 10 includes
a generally cylindrical main torch body 14 made of a conduc-
tive material such as metal, a generally cylindrical lower or
front insulator body 16 connected to the main torch body 14,
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an electrode assembly 18 extending through the main torch
body 14 and through the front insulator body 16 and support-
ing an electrode 20 at a free end of the electrode assembly, and
a nozzle 22 connected to the insulator body 16 and located
adjacent the electrode 20.

A plasma gas connector tube 24 is connected by screw
threads into a plasma gas passage 26 of the main torch body
14 and is secured by silver brazing. The plasma gas passage
26 extends through the main torch body 14 to a lower end face
28 thereof for supplying a plasma gas (sometimes referred to
as a cutting gas) to a corresponding passage in the insulator
body 16, as further described below. The plasma gas can
comprise, for example, air, oxygen, or an argon-hydrogen
mixture such as H-35.

A secondary gas connector tube 30 is connected by screw
threads into a secondary gas passage 32 of the main torch
body 14. The secondary gas passage 32 extends through the
main torch body 14 to the lower end face 28 for supplying a
secondary gas to a corresponding passage in the insulator
body 16. In accordance with one embodiment of the inven-
tion, the torch 10 is operated without supplying any second-
ary gas through the connector tube 30—i.e., only plasma gas
is supplied to the torch, via the plasma gas connector tube 24.
However, in another embodiment described below in connec-
tion with FIGS. 8 and 9, secondary gas is supplied through the
secondary gas connector tube 30 for purposes to be described.

The insulator body 16 has an upper end face 34 that abuts
the lower end face 28 of the main torch body. A plasma gas
passage 36 extends through the insulator body 16 from its
upper end face into a cylindrical counterbore 38 in the lower
end of the insulator body 16. The counterbore 38, together
with the upper end of the nozzle 22, forms a plasma gas
chamber 40 from which plasma gas is supplied to the nozzle
22. Plasma gas from a suitable source enters the plasma gas
chamber 40 by flowing through the plasma gas connector tube
24, through the plasma gas passage 26 in the main torch body
14, into the plasma gas passage 36 of the insulator body 16
that is aligned with the passage 26, and into the chamber 40
via a series of holes (not visible in the cross-section of FIGS.
2 and 3) in a contact ring 41 (FIG. 3).

The nozzle 22 is formed of a conductive metal (e.g., copper
or the like) and includes an upper nozzle member 42 and a
lower nozzle tip 48. In the illustrated embodiment, the upper
nozzle member 42 and lower nozzle tip 48 are formed sepa-
rately and are interconnected by screw threads 49. The two-
piece construction of the nozzle can allow two or more dif-
ferently configured nozzle tips to be used with the same upper
nozzle member, if that type of interchangeability is desired in
aparticular application. Alternatively, however, the nozzle 22
can be an integral one-piece structure. In either case, the
upper nozzle member 42 has a generally cylindrical upper
portion slidingly received within a metal insert sleeve 44 that
is inserted into the counterbore 38 of the insulator body 16.
An O-ring 46a seals the sliding interconnection between the
upper nozzle member 42 and the metal insert sleeve 44.
Another O-ring 465 seals the interface between the upper
nozzle member 42 and a nozzle retaining cup 80, which is
described below.

The plasma gas jet can have a swirl component created, in
known manner, by a hollow cylindrical ceramic gas baffle 52
partially disposed in a counterbore recess of the insulator
body 16. A lower end of the baffle 52 abuts an annular flange
face of the upper nozzle member 42, and an annular space is
formed between the baffle 52 and the inner surface of the
upper nozzle member 42. The baffle 52 has non-radial holes
for directing plasma gas from the chamber 40 into a central
passageway 43 of the nozzle 22 with a swirl component of
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velocity. It should be noted, however, that a swirling plasma
gas flow is not essential, and in some cases the plasma gas
flow can be made non-swirling, for example by providing
radial holes instead of non-radial holes in the baffle 52.

The electrode assembly 18 includes an upper tubular elec-
trode holder 56 that has its upper end connected by screw
threads within a blind axial bore 58 in the main torch body 14.
The upper electrode holder 56 extends into an axial bore 60
formed through the insulator body 16, and passes through a
central passage in the ceramic gas baffle 52. The lower end of
the electrode holder 56 is internally screw-threaded. The elec-
trode 20 is connected via the screw threads to the holder 56.
The electrode holder also includes internal screw threads for
threadingly attaching a lower coolant tube 64 that is coaxially
disposed within the central passage of the electrode holder
and supplies coolant to the electrode 20.

The electrode 20 may be of the type described in U.S. Pat.
No. 5,097,111, assigned to the assignee of the present appli-
cation and incorporated herein by reference. The electrode 20
as illustrated in the present drawings comprises a cup-shaped
body 24 whose open upper end is threaded by screw threads
into the holder 56 at its lower end and whose capped lower
end is closely adjacent the lower end of the lower coolant tube
64. The body 24 is formed of a relatively non-emissive metal
such as copper or an alloy of copper. An emissive insert 25 is
disposed in a cavity in the front wall of the body 24. Alterna-
tively, other types of electrodes can be used, such as tungsten
pencil electrodes. Whatever specific type of electrode is
employed, an arc is emitted from the front face of the elec-
trode and attaches to the workpiece when a sufficient voltage
differential is created between the electrode and the work-
piece.

A coolant circulating space exists between the inner wall of
the electrode 20 and the outer wall of the coolant tube 64, and
between the outer wall of the coolant tube 64 and the inner
wall of the electrode holder 56. The electrode holder 56
includes holes 66 for supplying coolant from the space within
the electrode holder to a space between the electrode holder
and the inner wall of the axial bore 60 in the insulator body 16.
A seal 69 located between the holes 66 and the lower end
portion of the holder 56 seals against the inner wall ofthe bore
60 to prevent coolant from flowing past the seal 69 toward the
baffle 52.

A nozzle retaining cup assembly 74 surrounds the insulator
body 16. The nozzle retaining cup assembly 74 includes a
nozzle retaining cup holder 78 and a nozzle retaining cup 80
that is secured within the holder 78 by a snap ring 81 or the
like. The nozzle retaining cup holder 78 is a generally cylin-
drical sleeve preferably formed of metal, and is threaded over
the lower end of a torch outer housing 82 that surrounds the
main torch body 14. The nozzle retaining cup 80 preferably is
formed of plastic and has a generally cylindrical upper por-
tion that is secured within the cup holder 78 by the snap ring
81 and a generally frustoconical lower portion that extends
toward the front end of the torch and includes an inwardly
directed flange 86. The flange 86 confronts a shoulder on the
upper nozzle member 42 and contacts an O-ring disposed
therebetween. Thus, in threading the nozzle retaining cup
assembly 74 onto the outer housing 82, the nozzle retaining
cup 80 draws the nozzle 22 upward into the metal insert sleeve
44 in the insulator body 16 and compresses the O-ring to seal
the interface between the cup 80 and the nozzle.

The cup holder 78 surrounds the insulator body 16 to create
a generally annular secondary gas chamber 76 (FIG. 3)
between the insulator body 16 and cup holder 78. A secondary
gas can be supplied through the secondary gas connector tube
30, into a secondary gas passage 72 of the insulator body 16,
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and from there into the secondary gas chamber 76. The nozzle
retaining cup 80 fits loosely within the cup holder 78, and
includes longitudinal grooves 92 in its outer surface for the
passage of a gas from the chamber 76 toward the front end of
the torch. Alternatively or additionally, grooves (not shown)
may be formed in the inner surface of the cup holder 78. A
heat shield 96 is threaded onto the lower end of the cup holder
78 and serves to protect the plastic nozzle retaining cup 80
from heat generated during a gouging operation. A secondary
gas flow path thus extends from the chamber 76 through the
longitudinal grooves 92 in the retaining cup 80, and between
the heat shield 96 and the retaining cup 80 and upper nozzle
member 42. However, as noted, in the current embodiment a
secondary gas is not used for gouging. It may be useful,
nevertheless, to flow a secondary gas (e.g., an inert gas)
through this secondary gas flow path in order to help keep the
front end of the torch cooler during operation. As shown in
FIGS. 2 and 3, a small annular opening exists between the
heat shield 96 and the nozzle 22 through which the secondary
gas would be discharged.

With primary reference to FIGS. 3-7, the nozzle 22 is now
described. The nozzle 22 comprises an angled nozzle for
directing the flow of plasma gas and the electrical arc emitted
from the emissive insert 25 of the electrode along a direction
that is non-parallel to an axis A of the electrode assembly 18.
Thus, the bore that extends through the nozzle 22 is consti-
tuted by a first bore portion 45 extending along a first bore axis
B that is generally aligned with the electrode axis A, and a
second bore portion 47 that is joined with the first bore portion
45 and extends along a second bore axis C that makes an angle
0 with the first bore axis. The angle 6 can range from about
15° to about 75°. An exit orifice 49 (FIG. 4) of the nozzle is
defined by the second bore portion 47.

The angled nozzle 22 allows the torch to be oriented at a
steep angle relative to the workpiece surface so that no part of
the torch contacts the workpiece during a gouging operation.
For example, the electrode axis A can make an angle of 90°
with the workpiece surface and the angle 6 can be 65°, result-
ing in the plasma arc being inclined at 25° relative to the
workpiece surface. Other combinations of torch orientation
and the angle 6 could also achieve the same 25° inclination, or
a different angle of inclination, depending on the needs of a
particular gouging operation.

The exterior configuration of the nozzle 22 also facilitates
gouging of deep grooves in a workpiece. As shown in FIG. 3,
the nozzle 22 comprises a proximal portion that surrounds the
electrode assembly 18 and a distal portion at least part of
which extends beyond the front face of the electrode 20. The
proximal and distal portions of the nozzle generally corre-
spond to the upper nozzle member 42 and nozzle tip 48. The
part of the distal portion that extends beyond the front face of
the electrode 20 has a shape other than cylindrical or conical.
Inthe illustrated embodiment the shape is non-axisymmetric.
For example, the non-axisymmetric shape can be a truncated
pyramid defining a plurality of flat exterior faces a, b, ¢, d, and
e as shown in FIG. 5. The face a is the end face of the nozzle
and can be substantially perpendicular to the electrode axis A.
The face b is a trailing face of the nozzle with respect to the
direction of torch movement during a gouging operation, and
is inclined at a relatively small angle relative to the face a. The
faces ¢ and d are side faces that are laterally inclined relative
to the face a and converge toward each other in the downward
direction. The face e is a leading face of the nozzle with
respect to the direction of torch movement and is inclined at
a relatively steep angle relative to the face a. The nozzle exit
orifice 49 is in the face e. The second bore axis C preferably
is normal or substantially normal to the face e, which helps
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avoid the creation of thin (and thus easily melted) edges that
would otherwise result if the second bore portion 47 were
machined into a rounded (e.g., conical) surface.

The part of the distal portion of the nozzle 22 that extends
beyond the front face of the electrode 20 has a maximum
width and a maximum length, the maximum length being
measured in or parallel to a plane that contains the first and
second bore axes B and C (thus, in the plane of FIG. 3) and the
maximum width being measured perpendicular to that plane
(thus, in the plane of FIG. 2). The maximum width is sub-
stantially smaller than the maximum length, as can be seen by
comparing FIGS. 2 and 3. The relatively small width of the
distal portion of the nozzle allows the distal portion to fit
within a deep groove without touching the workpiece. Addi-
tionally, the downwardly tapering shape of the distal portion
further facilitates gouging of deep grooves.

In the illustrated embodiment, the first bore portion 45 has
a stepped configuration, having a larger-diameter portion at
the top of the nozzle tip 48, stepping down to a smaller-
diameter portion at the lower end of the nozzle tip 48. The part
of'the first bore portion 45 that is in front of the front face of
the electrode 20 can be substantially cylindrical. This cylin-
drical bore in front of the electrode is believed to help the arc
emit cleanly at 90° from the face of the electrode and thus
reduce the tendency of the electrode to wear unevenly. The
second bore portion 47 is machined at the angle 6 relative to
the first bore portion 45 so as to intersect the first bore portion.
It is not a requirement that either bore portion 45 or 47 be
circular in cross-section. Both circular and non-circular
cross-sections are possible in accordance with the invention.

In accordance with another embodiment of the invention
illustrated in FIGS. 8 and 9, a plasma arc gouging torch 10’
includes a provision for using a secondary gas in addition to
the plasma gas supplied to the nozzle 22. As in the prior
embodiment, the nozzle retaining cup 80 fits loosely within
the cup holder 78, and includes longitudinal grooves 92 in its
outer surface for the passage of a gas from the chamber
defined between the holder 78 and the insulator body (not
shown, but see similar chamber 76 in FIG. 3) toward the front
end of the torch. Alternatively or additionally, grooves (not
shown) may be formed in the inner surface of the cup holder
78. A gas flow path thus extends from the chamber through
the longitudinal grooves 92 in the retaining cup 80, and
between a heat shield 96' and the retaining cup 80.

In this embodiment, the heat shield 96' is modified relative
to that of the previously described embodiment so that it
accommodates connection of a secondary nozzle 122 to
which a secondary gas is supplied via the aforementioned gas
flow path. In the illustrated embodiment of FIG. 9, the heat
shield 96' is a two-part structure comprising an upper part
96a’ that is screwed onto the externally threaded cup holder
78, and a lower part 965'that is retained by the upper part 96a’
via radially overlapping flanges or shoulders of the two parts.
A sleeve 98 surrounds the upper nozzle member 42 just below
the retaining cup 80. As the heat shield 96' is screwed onto the
cup holder 78, the lower part 965’ of the heat shield is drawn
upwardly against a flange of the sleeve 98 so as to also urge
the sleeve 98 upwardly, thereby compressing an O-ring 100
between the flange of the sleeve 98 and a flange of the retain-
ing cup 80, thus sealing the secondary gas passageway’s
interface with the nozzle 22.

A chamber 102 is defined between the lower part 965’ of
the heat shield and the retaining cup 80. A secondary gas fed
into the connector tube 30 (see FIG. 2) passes into the cham-
ber (see chamber 76 in FIG. 3), then along the flow path
formed by the grooves 92 in the nozzle retaining cup 80 into
the chamber 102. The lower part 965’ of the heat shield 96'
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connects to the secondary nozzle 122 such that the secondary
gas is fed from the chamber 102 through the secondary
nozzle. The secondary nozzle 122 comprises a tube of suit-
able cross-sectional shape (a circular shape is illustrated, but
other shapes can be used) having a “dogleg” or curved con-
figuration so that secondary gas enters the secondary nozzle
along a direction generally parallel to the electrode axis A and
is then turned through an angle and is discharged along a
direction substantially non-parallel to the axis A, for example
in generally the same direction as the primary (plasma) gas is
discharged from the primary nozzle 22. Thus, similar to the
primary nozzle 22, the secondary nozzle 122 can be regarded
as having a first secondary bore portion 124 generally parallel
to the electrode axis A and a second secondary bore portion
126 at a non-zero angle with respect to the first secondary
bore portion. The secondary nozzle is positioned so that it
leads the primary nozzle 22 with respect to the direction of
torch movement during a gouging operation.

Many modifications and other embodiments of the inven-
tions set forth herein will come to mind to one skilled in the art
to which these inventions pertain having the benefit of the
teachings presented in the foregoing descriptions and the
associated drawings. Therefore, it is to be understood that the
inventions are not to be limited to the specific embodiments
disclosed and that modifications and other embodiments are
intended to be included within the scope of the appended
claims. Although specific terms are employed herein, they are
used in a generic and descriptive sense only and not for
purposes of limitation.

What is claimed is:

1. A plasma arc torch adapted for gouging a metal work-
piece, comprising:

a torch body assembly defining a passage for flow of a

plasma gas supplied to the torch;

anozzle engaged with the torch body assembly so as to be

immovable during torch operation, the nozzle defining a
bore that terminates at an exit orifice through which the
plasma gas is directed toward a metal workpiece to be
gouged; and

an electrode assembly, which includes an electrode,

mounted to the torch body assembly, the electrode
assembly defining an electrode axis, the electrode
assembly extending along the electrode axis and termi-
nating at a front face ofthe electrode, the electrode being
operable to emit from the front face an arc that passes
through the bore of the nozzle and attaches to a metal
workpiece during a transferred-arc mode of operation of
the torch;

wherein the nozzle comprises an angled nozzle in which

the bore is constituted by a first bore portion extending
along a first bore axis that is parallel with the electrode
axis and a second bore portion that is joined with the first
bore portion and extends along a second bore axis that
makes a non-zero angle 6 with the first bore axis and the
electrode axis, the arc extending along the first bore axis
and along the second bore axis when emitted from the
electrode, the exit orifice of the nozzle being defined by
the second bore portion.

2. The plasma arc torch of claim 1 wherein the angle 0
ranges from about 15° to about 75°.

3. The plasma arc torch of claim 1, wherein the nozzle
includes a proximal portion that surrounds the electrode
assembly and a distal portion at least part of which extends
beyond a front face of the electrode, and wherein the part of
the distal portion that extends beyond the front face of the
electrode has an exterior shape other than cylindrical or coni-
cal.
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4. The plasma arc torch of claim 3, wherein the part of the
distal portion that extends beyond the front face of the elec-
trode has a non-axisymmetric exterior shape.

5. The plasma arc torch of claim 4, wherein the part of the
distal portion that extends beyond the front face of the elec-
trode has a maximum width and a maximum length, and the
maximum width is substantially smaller than the maximum
length, the maximum length being measured in or parallel to
a plane that contains the first and second bore axes and the
maximum width being measured perpendicular to said plane.

6. The plasma arc torch of claim 4, wherein the part of the
distal portion that extends beyond the front face of the elec-
trode has a plurality of substantially planar exterior faces.

7. The plasma arc torch of claim 6, wherein the substan-
tially planar exterior faces form a shape that is substantially a
truncated pyramid.

8. The plasma arc torch of claim 3, wherein the proximal
and distal portions of the nozzle are formed separately from
each other and are releasably connected to each other.

9. The plasma arc torch of claim 1, wherein the nozzle is an
integral one-piece structure.

10. The plasma arc torch of claim 1, wherein a part of the
first bore portion in front of the front face of the electrode is
substantially cylindrical.

11. The plasma arc torch of claim 1, wherein the exit orifice
of the nozzle is in an exterior face of the nozzle that is
substantially planar and substantially perpendicular to the
second bore axis.

12. The plasma arc torch of claim 1, wherein the electrode
assembly includes an electrode holder to which the electrode
is mounted, and wherein the electrode comprises an emissive
insert disposed in a relatively non-emissive body, the emis-
sive insert being positioned at the front face of the electrode.

13. A nozzle for a plasma arc gouging torch, comprising:

a body of conductive metal defining a bore that terminates

at an exit orifice through which a plasma gas is directed
toward a metal workpiece to be gouged, wherein the
bore is constituted by a first bore portion extending along
a first bore axis and a second bore portion that is joined
with the first bore portion and extends along a second
bore axis that makes a non-zero angle 0 with the first
bore axis, the exit orifice of the nozzle being defined by
the second bore portion;

wherein the nozzle includes a proximal portion and a distal

portion, the proximal portion being adapted for sur-
rounding an electrode assembly when the nozzle is
installed in a plasma arc gouging torch, the distal portion
being adapted such that a part of the distal portion
extends beyond a front face of an electrode of the torch,
the electrode being parallel with the first bore axis and
operable to emit from the front face an arc that passes
through the bore of the nozzle and attaches to a metal
workpiece during a transferred-arc mode of operation of
the torch, the arc extending along the first bore axis and
along the second bore axis when emitted from the elec-
trode, and wherein said part of the distal portion has an
exterior shape other than cylindrical or conical.

14. The nozzle of claim 13, wherein the angle 0 ranges
from about 15° to about 75°.

15. The nozzle of claim 13, wherein said part of the distal
portion has a non-axisymmetric exterior shape.

16. The nozzle of claim 15, wherein said part of the distal
portion has a maximum width and a maximum length, and the
maximum width is substantially smaller than the maximum
length, the maximum length being measured in or parallel to
a plane that contains the first and second bore axes and the
maximum width being measured perpendicular to said plane.



US 9,211,603 B2

9

17. The nozzle of claim 15, wherein said part of the distal
portion has a plurality of substantially planar exterior faces.

18. The nozzle of claim 17, wherein the substantially pla-
nar exterior faces form a shape that is substantially a truncated
pyramid.

19. The nozzle of claim 13, wherein the proximal and distal
portions of the nozzle are formed separately from each other
and are releasably connected to each other.

20. The nozzle of claim 13, wherein the nozzle is an inte-
gral one-piece structure.

21. The nozzle of claim 13, wherein a part of the first bore
portion, which is in front of the front face of the electrode
when the nozzle is installed in the torch, is substantially
cylindrical.

22. The nozzle of claim 13, wherein the exit orifice of the
nozzle is in an exterior face of the nozzle that is substantially
planar and substantially perpendicular to the second bore
axis.

10
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